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explosive materials in a manner con-
trary to State or local law.

(b) The Director may authorize alter-
nate construction for explosives stor-
age magazines when it is shown that
the alternate magazine construction is
substantially equivalent to the stand-
ards of safety and security contained in
this subpart. Any alternate explosive
magazine construction approved by the
Director prior to August 9, 1982, will
continue as approved unless notified in
writing by the Director. Any person in-
tending to use alternate magazine con-
struction shall submit a letter applica-
tion to the regional director (compli-
ance) for transmittal to the Director,
specifically describing the proposed
magazine. Explosive materials may not
be stored in alternate magazines before
the applicant has been notified that
the application has been approved.

(c) A licensee or permittee who in-
tends to make changes in his maga-
zines, or who intends to construct or
acquire additional magazines, shall
comply with §555.63.

(d) The regulations set forth in
§§555.221 through 555.224 pertain to the
storage of display fireworks, pyro-
technic compositions, and explosive
materials used in assembling fireworks
and articles pyrotechnic.

(e) The provisions of §555.202(a)
classifying flash powder and bulk sa-
lutes as high explosives are mandatory
after March 7, 1990: Provided, that those
persons who hold licenses or permits
under this part on that date shall, with
respect to the premises covered by such
licenses or permits, comply with the
high explosives storage requirements
for flash powder and bulk salutes by
March 7, 1991.

(f) Any person who stores explosive
materials shall notify the authority
having jurisdiction for fire safety in
the locality in which the explosive ma-
terials are being stored of the type,
magazine capacity, and location of
each site where such explosive mate-
rials are stored. Such notification shall
be made orally before the end of the
day on which storage of the explosive
materials commenced and in writing
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within 48 hours from the time such
storage commenced.

(Paragraph (f) approved by the Office of Man-
agement and Budget under control number
1512-0536)

[T.D. ATF-87, 46 FR 40384, Aug. 7, 1981, as
amended by T.D. ATF-293, 55 FR 3722, Feb. 5,
1990; T.D. ATF-400, 63 FR 45003, Aug. 24, 1998]

§555.202 Classes of explosive mate-
rials.

For purposes of this part, there are
three classes of explosive materials.
These classes, together with the de-
scription of explosive materials com-
prising each class, are as follows:

(a) High explosives. Explosive mate-
rials which can be caused to detonate
by means of a blasting cap when
unconfined, (for example, dynamite,
flash powders, and bulk salutes). See
also §555.201(e).

(b) Low explosives. Explosive mate-
rials which can be caused to deflagrate
when confined (for example, black pow-
der, safety fuses, igniters, igniter
cords, fuse lighters, and “display fire-
works” classified as UN0333, UN0334, or
UNO0335 by the U.S. Department of
Transportation regulations at 49 CFR
172.101, except for bulk salutes).

(c) Blasting agents. (For example, am-
monium nitrate-fuel oil and certain
water-gels (see also §555.11).

[T.D. ATF-87, 46 FR 40384, Aug. 7, 1981, as
amended by T.D. ATF-293, 55 FR 3722, Feb. 5,
1990; T.D. ATF-400, 63 FR 45003, Aug. 24, 1998]

§555.203 Types of magazines.

For purposes of this part, there are
five types of magazines. These types,
together with the classes of explosive
materials, as defined in §555.202, which
will be stored in them, are as follows:

(a) Type 1 magazines. Permanent mag-
azines for the storage of high explo-
sives, subject to the limitations pre-
scribed by 8§555.206 and 555.213. Other
classes of explosive materials may also
be stored in type 1 magazines.

(b) Type 2 magazines. Mobile and port-
able indoor and outdoor magazines for
the storage of high explosives, subject
to the Ilimitations prescribed by
§§555.206, 555.208(b), and 555.213. Other
classes of explosive materials may also
be stored in type 2 magazines.
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(c) Type 3 magazines. Portable out-
door magazines for the temporary stor-
age of high explosives while attended
(for example, a “day-box”), subject to
the limitations prescribed by 8§§555.206
and 555.213. Other classes of explosives
materials may also be stored in type 3
magazines.

(d) Type 4 magazines. Magazines for
the storage of low explosives, subject
to the Ilimitations prescribed by
§§555.206(b), 555.210(b), and 555.213.
Blasting agents may be stored in type
4 magazines, subject to the limitations
prescribed by §§555.206(c), 555.211(b),
and 555.213. Detonators that will not
mass detonate may also be stored in
type 4 magazines, subject to the limita-
tions prescribed by 8§555.206(a),
555.210(b), and 555.213.

(e) Type 5 magazines. Magazines for
the storage of blasting agents, subject
to the Ilimitations prescribed by
§§555.206(c), 555.211(b), and 555.213.

§555.204 Inspection of magazines.

Any person storing explosive mate-
rials shall inspect his magazines at
least every seven days. This inspection
need not be an inventory, but must be
sufficient to determine whether there
has been unauthorized entry or at-
tempted entry into the magazines, or
unauthorized removal of the contents
of the magazines.

§555.205 Movement of explosive mate-
rials.

All explosive materials must be kept
in locked magazines meeting the
standards in this subpart unless they
are:

(a) In the process of manufacture;

(b) Being physically handled in the
operating process of a licensee or user;

(c) Being used; or

(d) Being transported to a place of
storage or use by a licensee or per-
mittee or by a person who has lawfully
acquired explosive materials under
§555.106.

§555.206 Location of magazines.

(a) Outdoor magazines in which high
explosives are stored must be located
no closer to inhabited buildings, pas-
senger railways, public highways, or
other magazines in which high explo-
sives are stored, than the minimum
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distances specified in the table of dis-
tances for storage of explosive mate-
rials in §555.218.

(b) Outdoor magazines in which low
explosives are stored must be located
no closer to inhibited buildings, pas-
senger railways, public highways, or
other magazines in which explosive
materials are stored, than the min-
imum distances specified in the table
of distances for storage of low explo-
sives in §555.219, except that the table
of distances in §555.224 shall apply to
the storage of display fireworks. The
distances shown in §555.219 may not be
reduced by the presence of barricades.

(c)(1) Outdoor magazines in which
blasting agents in quantities of more
than 50 pounds are stored must be lo-
cated no closer to inhabited buildings,
passenger railways, or public highways
than the minimum distances specified
in the table of distances for storage of
explosive materials in §555.218.

(2) Ammonium nitrate and magazines
in which blasting agents are stored
must be located no closer to magazines
in which high explosives or other blast-
ing agents are stored than the min-
imum distances specified in the table
of distances for the separation of am-
monium nitrate and blasting agents in
§555.220. However, the minimum dis-
tances for magazines in which explo-
sives and blasting agents are stored
from inhabited buildings, etc., may not
be less than the distances specified in
the table of distances for storage of ex-
plosives materials in §555.218.

[T.D. ATF-87, 46 FR 40384, Aug. 7, 1981, as
amended by T.D. ATF-293, 55 FR 3722, Feb. 5,
1990; T.D. ATF-400, 63 FR 45003, Aug. 24, 1998]

§555.207 Construction of type 1 maga-
zines.

A type 1 magazine is a permanent
structure: a building, an igloo or
“Army-type structure”, a tunnel, or a
dugout. It is to be bullet-resistant, fire-
resistant, weather-resistant, theft-re-
sistant, and ventilated.

(a) Buildings. All building type maga-
zines are to be constructed of masonry,
wood, metal, or a combination of these
materials, and have no openings except
for entrances and ventilation. The
ground around building magazines
must slope away for drainage or other
adequate drainage provided.
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